Standard on Every Evolution Trailer:

Axles: Dexter galvanized steel torsion axles for
a smooth ride. Integrated submersible E-Z-Lube
spindle lubrication system is easy to fill and allows
grease to easily flow to both the inner and outer
bearings for continuous lubrication.

Brakes: Exclusive DEEMAXX brake system;
electric over hydraulic with vented disc brakes
standard on every wheel for maximum stopping
power. Specially coated for long-lasting corrosion
resistance.

Brake Lines: Custom stainless steel brake lines with
compression fittiings, secured to trailer frame at 18”
intervals using cushioned aircraft clamps. Durable
materials, cleanly and securely mounted for longest
possible operational life.

Brake Pump & Control Box with Dual Battery
System: Securely mounted inside the trailer frame
and concealed from exposure to UV and weather
for long life. Fully-redundant dual battery system for
maximum safety and reliability.

Bunks: Pressure-treated marine grade lumber
and premium marine-grade UV-resistant carpet,
thru-bolted with 316 stainless steel hardware to
welded stanchions. Bunks are designed for ideal
hull suport and to facilitate launch and recovery.

Coupler System: 2 5/16” heavy-duty reinforced
coupler made of welded double-box hollow extrusion
assures maximum strength at this crucial connection.
Emergency breakaway switch and hardened steel
chain provide extra safety.

Standard on Every Evolution Trailer:

Digital Design: Evolution trailers are digitally
designed using 3D CAD/CAM technology. From the
number, size, shape, and placement of bunks; to
the location of bow stop and winch stand, steps are
taken to assure that an Evolution trailer launches,
retrieves, and tows as easily and safely as possible.

Fenders: Custom aluminum fenders with fully
finished, front and rear welded fender bracket steps.
These durable non-skid steps are welded to the
frame and then securely thru-bolted to the fender,
offering durability as well as a convenient stepping
point.

Hardware: Evolution uses only premium marine
grade 316L stainless steel hardware for maximum
strength and corrosion resistance. Tef-Gel PFE-based
fastener lubricant is used on every threaded fastener
to protect against galvanic corrosion.

Hubs: Airtight pressurized hub protectors prevent
water from intruding into the bearing chamber. Visual
diaphragm design allows the integrity of the seal to
be confirmed at a glance, allowing air pressure to be
easily monitored and maintained.

Lighting: Submersible LED Lighting for all lights.
Proprietary light boxes on aluminum frame
extensions create an air pocket when lights are
submerged, keeping water out, so lights won’t blow
out when the trailer is pulled out quickly.

Pad-Eye Tie-Down System: Evolution-exclusive,
derived from our military trailers. Heavy-duty forward
and rear welded aluminum tie-down points. Custom fit
for each trailer to allow tie-down straps to be quickly
and securely attached.

Standard on Every Evolution Trailer:

Tires & Wheels: Made in USA Goodyear radial
tires, and custom anodized aluminum wheels are
standard on every Evolution recreational trailer
offering.

Tongue Jack: Heavy-duty, high capacity jack with
drop-leg for fast operation. Each tongue jack is
secured with a robust and overbuilt, custom-welded
& thru-bolted mounting plate - an Evolution
exclusive.

Warranty: Each Evolution recreational trailer is built to
last, and backed by an industry-best Ten Year Limited
Structural Warranty, and One-Year Limited
Component Warranty.

Each Evolution trailer is custom-made in the USA at
our Ft. Myers, Florida production facility. Evolution is
proud to support our U.S. Armed Forces, with nearly
1,000 trailers currently in service with the U.S. Navy,
Coast Guard, Army, and Air Force.

For more information contact:
Winch Stand: Heavy-duty welded custom winch
stand, designed to accommodate each specific
boat. Will work with integrated anchors. Includes
Y-style bow stop with soft yet durable rubber
D-blocks.

Wiring Harness: Custom made using marine-grade
tinned-copper wire and watertight molded harness
plugs with heat-shrink coating, concealed in durable
harness sleeves and secured to the trailer frame at
18” intervals using cushioned aircraft clamps.

Evolution Trailer Technologies, Inc
3620 Work Drive
Ft. Myers, Florida 33916
239-344-0109
contact@evolutiontrailer.com

